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Direct reading electronic calipers for quick, accurate 
measurements of internal/external dimensions.

 54-554-611

Internal & External Caliper Gages

Part Number Range (inch) Range (mm)
Internal Caliper Gages
54-554-611 .200"—.590" 5-15mm 
54-554-622 .200"—1" 5 —25mm 
54-554-623 .400"—1.2" 10—30mm 
54-554-624 .790"—1.6" 20—40mm 
54-554-625 1.2"—2" 30—50mm
External Caliper Gages 
54-554-711 0—.400" 0—10mm 
54-554-722 0—.790" 0—20mm 
54-554-723 .4"—1.2" 10—30mm 
54-554-724 .790"—1.6" 20—40mm 
54-554-725 1.2"—2" 30—50mm
Accessories
54-100-350 CR2032 replacement battery 

 54-554-711

  Range  L S H R
 Metric  Inch 
Internal Jaw Dimensions
 5-15mm  0.2-0.6" 20mm 1.0mm 1.5mm 0.3mm
 5-25mm  0.2-1.0" 35mm 1mm 1.5mm 0.3mm
 10-30mm  0.4-1.2" 55mm 2mm 3.5mm 0.5mm
 20-40mm  0.8-1.6" 80mm 3mm 6.5mm 0.5mm
 30-50mm  1.2-2.0" 80mm 3mm 8.5mm 0.5mm 
External Jaw Dimensions
 0-10mm  0-0.4" 40mm 3.0mm 8mm 0.5mm
 0-20mm  0-0.8" 80mm 6.5mm 25mm 0.75mm
 10-30mm  0.4-1.2" 80mm 6.5mm 25mm 0.75mm
 20-40mm  0.8-1.6" 80mm 6.5mm 25mm 0.75mm
 30-50mm  1.2-2.0" 80mm 6.5mm 25mm 0.75mm

Features:
• Easy to hold.
• RS232 output.
• Rugged housing.
• Large, LCD display.
• Resolution: .0005"/.01mm.

• Accuracy: ±.0008"/±.02mm.
• Preset capability.
• Direct inch/metric conversion.
• Absolute/incremental measurements
• Includes case.

Internal Jaw Dimensions

External Jaw Dimensions
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