
Item # 133-000, Gage with 0.0005 inch Indicator

Gage with 0.0005 inch Indicator

Light weight
Fast gaging
Ideal for shallow ID’s and OD’s, counter bores, grooves, PD’s gears.
 •  Reed transfer movement offers precise frictionless repeatability
 •  Fast, 2-point measurement directly across &#216
 •  Hardened A-2 gage resting surface
 •  Fine adjustment
 •  0-1 inch adjustable gaging depth, contact points rotate greatly extending useful gaging life
 •  Fast acting fine adjustment setting, change over ID to OD in seconds. 

SPECIFICATIONS

Type  ID-OD Shallow Hole Gages

ID Range  0.44 to 3.25 Inch

OD Range  0.03 to 3.00 Inch

Indicator Travel  0.025 Inch

Adj. Gaging Depth  0 - 1.0 Inch

Length  4.50 Inch

Weight  16 oz.

Graduation/Resolution

 0.0005 inch
0.01 mm

0.0001 inch
0.0005 inch (0.01 mm)

0.0001 inch (0.001 mm)

Indicator Part No.

 450-005
450-006
450-012
458-005
458-006

900-101E
900-114E

12/12/2013 | Page 1 of 2

GEORGE
Typewritten text
Willrich Precision
Ph 866-945-5742
email: sales@willrich.com



Indicator Range

 0.500 inch
10 mm
1.0 inch

0.025/1 rev.
0.1 mm/1 rev.

0.500 inch (12.7 mm)

Storage Case Model  133-090

Note  Moveable contact retracts 1.00 inch beyond indicator travel
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